
DESCRIPTION:
Easi-Lok LFH cable markers are manufactured from a self-extinguishing halogen-free material. 
They are suitable for applications that require low fire hazard properties such as public buildings, 
mass transit, and railway stations. Supplied in boxes. 

APPLICATIONS:
Identification of wires and small cables where 
limited fire hazard characteristics are critical, 
such as rail, mass transit and public buildings.
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COLOUR OPTIONS: Black on White, Black on Yellow or Colour Coded.

SPECIFICATION:

MATERIAL: Self-Extinguishing, Halogen, Silicone and Cadmium Free.

SERVICE TEMPERATURE RANGE: -45˚C to +70˚C

CHEMICAL RESISTANCE: Kilfrost, gear oil, 10% aqueous HCI, 10% aqueous NaOH, 10% aqueous detergent, 
siicone hydraulic fluid, sullage, methanol, gas/aeroshell turbine oil, cutting oil.

I.D. 22645CERTIFICATE NO. 9277
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PART NUMBERS:

MARKER
PART NO. 
(BOXES)

CABLE 
DIA. (mm)

CABLE SIZE* 
(mm2)

MARKER 
LENGTH (mm)

BOX 
QTY

APPLICATOR
PART NO.

ELHF 1/3 B 2.8 - 5.0 0.75 - 6.0 3 1000 ELA 2

* BS6004/BS6231 


