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PART NUMBERS:

Kynar heat shrinkable polyvinylidene 
fluoride sleeving is a thin wall material 
that has an appreciably higher working 
temperature than the standard heat 
shrinkable polyolefin materials. It has 
a high tensile strength and good 
resistance to chemicals and solvents. 
Its uses include strain relief, abrasion 
resistance and a tough protector. Ideal 
for use in hostile environments.

PART NO. COLOUR INSIDE 
DIA. 

(Inches)

INSIDE 
DIA.

(mm)

FULLY 
RECOVERED

INSIDE DIA. (mm)

RECOVERED
WALL 

THICKNESS (mm)

LENGTH
(m)

KYN-HS 1.2 Clear 3/64 1.2 0.6 0.25 1.2

KYN-HS 1.6 Clear 1/16 1.6 0.8 0.25 1.2

KYN-HS 2.4 Clear 3/32 2.4 1.2 0.27 1.2

KYN-HS 3.2 Clear 1/8 3.2 1.6 0.27 1.2

KYN-HS 4.8 Clear 3/16 4.8 2.4 0.27 1.2

KYN-HS 6.4 Clear 1/4 6.4 3.2 0.33 1.2

KYN-HS 9.5 Clear 3/8 9.5 4.8 0.33 1.2

KYN-HS 12.7 Clear 1/2 12.7 6.4 0.33 1.2

KYN-HS 19.1 Clear 3/4 19.0 9.5 0.43 1.2

KYN-HS 25.4 Clear 1” 25.4 12.7 0.48 1.2

MATERIAL: Polyvinylidene Fluoride. Highly Flame Retardant and able to withstand abrasion and cut-through
OPERATING TEMPERATURE: -55˚C to +175˚C
SHRINK TEMPERATURE: 175˚C

SPECIFICATION:

SHRINK RATIO: 2:1
DIELECTRIC STRENGTH:  35kV/mm - IEC 60243
TENSILE STRENGTH:  36MPa - ASTM D 2671
ELONGATION AT BREAK:  200% ASTM D 2671
LONGITUDINAL CHANGE: -3 to 0 % ASTM D 2671
LOW TEMPERATURE FLEX: -30°C / 4 hrs ASTM D 2671
HEAT SHOCK 4H NO CRACKING: 300˚C ASTM D 2671
FLAMMABILITY: Flame Retarded UL224 VW1
SPECIFICATIONS: UL224 - VW1, ASTM D 2671, IEC 60243, IEC 93, ISO 62, SAE-AMS-DTL-23053/18, RoHS.
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